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: high pressure ° oil, gas or stoker

ratings * mechanically fired—oil, gas or stoker

I W AAN R
500 series

125-150 Ib wp * 32 to 321 hp

For heavy duty heating, power or
process requirements of hospitals,
schools, industries-or apartment build-
ings. They are available for pressures
of 150 Ib steam and for high temper-
ature hot water systems above 250° F.

The 500 Series will operate economi-
cally at capacities of 141.5% and more
of their catalog ratings because of
their generous proportions of heating
surface, steam space and disengaging
area.

boiler number 576 577 578 579 580 581 582 583 584 585 586 587 588 589 590
SBI rating — horsepower............. 32 37 41 46 55 64 78 92 115 138 161 184 230 276 321
SO UM v sovsie o wons s @ wie 4500 5150 5800 6440 7720 9000 10940 (12870 16070 19300 292500 95720 32150 38570 45000
—MBh...... ... L 1080 11236 1392 1546 1853 2160 2626 3089 3857 4632 5400 @ 6173 7716 9257 10800
— steam per hour 212° F 1110 1270 1430 1590 1900 2220 2700 3170 3960 4760 | 5540 | 6340 7920 9510 11090
*firing rate —oil**. ... ... < 13 15 16 18 29 26 31 37 46 54 64 73 91 110 127
—gOS . 1910 2180 2460 2740 3280 3830 4650 5460 6840 8200 9560 10920 1 3670 6400 19120
— stoker®¥*_ . .. 170 194 218 244 291 340 412 485 607 729 850 972 1215 1457 1700
heating surface (SBI min)......... 250 286 322 358 429 500 608 715 893 1072 1250 | 1429 1786 2143 2500
furnace volume (SBI min) 30.4 34.8 39.1 43.5 52.1 60.8 73.8 86.8 108.5 130.2 151.8 173.5 216.9 260.3 303.6
furnace height (SBI min). ........ 2-6 2-61% 2-7V4 2-73% 2-8% 2-10 | 2-114 3-1 3-41/ 3-7 3-10 4-0% 4-61/p 5-0%% 5-6
firebox vol. above mud ring. ... .. cu ft 39.6 | 39.6 48.5 48.5 62.1 69.6 97.0 110.4 [130.9 137.2 | 160.2 '183.2 |207.8 231.9 245.5
#*k**gdditional furnace height for
stoker (SBI min). . ............ ft-in. 0-6 1-1
safety valve capacity
— oil-gas fired. .. . .. Ib steam per hr 2000 2288 2576 2864 3432 4000 4864 5720 | 7144 8576 10000 11432 14288 17144 20000
— stoker fired....... Ib steam per hr 1750 2002 2254 2506 3003 3500 4256 5005 | 6251 7504 8750 10003 ' 12502 | 15001 17500

*Firing rates calculated to develop boiler output of 141.5% of SBI rating.
**Based on 150,000 Btu oil.
*##Based on 12,000 Btu coal.
#¥H*Represents distance below bottom of water leg that hearth must be set for SBI
minimum furnace volume and height.

Standard equipment — Fire and flue doors with frames, metal base, backstand and flue
cleaner with handle. Manhole on 580 and larger.

Standard steam himmings—Scfeg valve(s), steam gage with siphon and cock; Kewanee
water column with hand operated water gage and try cocks assembly — chain operated
on 586 and larger.
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